
HI-GRIP

PIPE BOND

JOINING CLAMP

SCREW DOWN TEST CLAMP

PRODUCT

REF.

CONDUCTOR SIZE

MM

PRODUCT

REF.

CONDUCTOR SIZE

MM

TEST CLAMP

PRODUCT

REF.

CONDUCTOR SIZE

MM

HGPBC 8

HGTC35S

HGTC5070S

HGTC95S

35

50 - 70

95

8 DIA. OR 35 - 50 SQ.

TAPE

50 X 200 MM

PRODUCT

REF.

CONDUCTOR SIZE

MM

HGTJC 3550 8 DIA. OR 35 - 50 SQ.

TAPE

25

35 - 50

70 - 95

HGHQCS3550

HGHQCS7095

EARTHING & LIGHTENING PROTECTION

MATERIAL :  BODY - GUNMETAL  :  BOLTS - BRONZE & SS

AS PER BS EN 50164-1:2000 (TIGHTENING TORQUE : 12 NM.) 

MATERIAL :  BODY - GUNMETAL  :  BOLTS - BRONZE & SS

AS PER BS EN 50164-1:2000 (TIGHTENING TORQUE : 12 NM.) 

MATERIAL :  BODY - GUNMETAL  :  BOLTS - BRONZE & SS

AS PER BS EN 50164-1:2000 (TIGHTENING TORQUE : 12 NM.) 

MATERIAL :  BODY - GUNMETAL  :  FASTENERS - BRASS

AS PER BS EN 50164-1:2000 (TIGHTENING TORQUE : 5 NM.) 
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